
Stapler 97/25-550 12000156

THE POWER OF FASTENING

More details:

Fastener type
BeA Staples 97
 · Length: 10 - 25 mm

Product strengths
 · Bottom loaded magazine
 · Fast magazine reloading
 · Integrated noise reduction

Scope of operation
Dry and interior extension, Furniture and frame construction, Industrial
packaging, Joinery, Measurement and assembly construction, Wood
packaging

Scope of delivery
Sparepart list, User manual

Technical data

EAN 4045759001553

Type of fastener BeA Staples 97

Fastener length min 10 mm

Fastener length max 25 mm

Magazine capacity max 156 pc

Weight 1,2 kg

Driving system Compressed air

Activation method Single activation

Operating pressure min 5 bar

Operating pressure max 6 bar

Air consumption per drive operation 0,45 l (6 bar)

Tool length 228 mm

Tool width 46 mm

Tool height 178 mm

BG eligible for funding No

Declaration of conformity CE, EAC, UKCA

Noise characteristic L pA, 1s according to EN 12549 78,3 dB(A)

Noise characteristic L WA. 1s, d according to EN 12549 82,1 dB(A)

Noise characteristic K pA and K WA according to EN 12549 2,5 dB(A)

Vibration value ahd according to ISO 8662 2,03 m/s²

Vibration value Ka according to ISO 8662 0,51 m/s²

Weight incl. packaging 1,34 kg
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Stapler 97/25-550 12000156

BeA Staples 97
 · Length: 10 - 25 mm

Related fastener

16 mm Steel, galvanized, extra hard10000491 Chisel point

Length Point typeItem No. Material

19 mm Steel, galvanized, extra hard10000502 Chisel point

25 mm Steel, galvanized10000516 Chisel point

25 mm Steel, galvanized, extra hard10000522 Chisel point

25 mm Steel, galvanized10001288 Chisel point

19 mm Steel, galvanized10001910 Chisel point

10 mm Steel, galvanized10001927 Chisel point

12 mm Steel, galvanized10001928 Chisel point

14 mm Steel, galvanized10001929 Chisel point

16 mm Steel, galvanized10001930 Chisel point

22 mm Steel, galvanized10001931 Chisel point

25 mm Steel, galvanized10001932 Chisel point

10 mm Steel, galvanized10005039 Chisel point

Other variations and sizes on request
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